
•  Includes MPU5 Soft Touch Drain
•  Solid brass construction with Kerox ceramic disc mixer 

cartridge
•  Flow Rate: 1.5 GPM MIN @ 20-80 PSI, 2.2 GPM MAX
•  Pivoting aerator with soft, aerated flow
•  Includes flexible hoses for connecting to supply stops
•  Recommended Hole Size: Ø1 3/8”
•  Maximum Deck Thickness: 1 1/2”
•  Option of brass, Carrara White, Calacatta Gold, or 

Marrone marble lever insert
•  Some building codes require upstream installation of 

tempering valve conforming to ASSE 1070.

05/2026
350 Dewitt Ave. Brooklyn, NY 11207 USA | T: 1 718 257 2800 | F: 1 718 257 2144 | customerservice@watermark-designs.com

Meets the applicable requirements of ASME A112.18.1/CSA B125.1, entitled “Plumbing Supply Fittings”.
Watermark Designs reserves the right to make revisions without notice to product specifications.  All product dimensions are nominal.

 4" 

 2 1/4" 

 5 1/4" 
 6 3/8" 

 2 1/8" 

SCALE: 2:3REV:4/22/2026Meets the applicable requirements of ASME A112.18.1-2005/CSA B125.1-05, entitled “Plumbing Supply Fittings”
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20-4.1-GS2-DIM
n/a

20-4.1-GS2
Deck Mounted Single Hole Bidet Mixer

Dualis

Available in all finishes shown on the Available in all finishes shown on the Watermark Designs websiteWatermark Designs website
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